PART NUMBER STANDARD | w L L2 | BUNDLE | MIN.TENSIL | END "TIP"
COLOR SI7E LOOP STYLE
SWD . 75x1 0BK-EG BLACK 32 | 10 | s o 50 LBS RADIUS
SWD 75x1 BBK-EG BLACK 3 | 15 | 3 I 50 LBS RADIUS
SRASS GROMMET & WASHER SWD1x1 2BK-EG BLACK 1" 127 [ 31 275 50 LBS RADIUS
& WASHER SWD1X18BK-EG BLACK 1 18 | 314 15 50 LBS RADILS
INSIDE DIAMETER: .250"-.256" (6.35-6.73mm) :
RECOMMENDED FASTENER: #12 SCREW OR M5~ MATERIALS: NYLON STANDARD: BLACK
sl ' PEEL: 2PIW CONTACT SPEEDTECH FOR OTHER COLORS AND SIZES:
SHEAR: 14PSI MINIMUMS APPLY
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- WSt waeee Speedtechinternational .com to confirm if there
are revisions to this drawing. o _— N .
- Minimurn 2" overlap required to achieve loop tensile rating. T'“E:EFEEDWHAF*’ Cinch Straps - End Grommet DWG in
- This is a reference drawing only. Customers are advised | L _ el il _
to test products on their applications. Tolerences | File #F712A, REV: A DWN:; APP _ FINAL
- Contact Speedtech for custom fabrication of this product. Unless noted: | pat; DT OT: Part # it
Sales@speedtechinternational .com XH =+ 250 | RE: SPEEDTECH INTERNATIONAL, INC. ype
- XXX =+-100 VWV SPEEDTECHINTERNATIONAL COM SWD-EG
- wFOR REFEREMCE OHLY™ UPDATED Frac=+- 1/4 P.0. BOX 246, Racine, WI 53401 STYLE
i 1-800-771-3896
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